
Minimum Program Steps Report 

---------------------------- 

 

Location and SIN 

---------------- 

DOT Number: 846963J 

Milepost Number: M.P. 16.09 

Site Name: GRANITE CITY, IL 

 

SIN: 762010010016 * 

 

* Parameter is part of office check number calculation. 

 

MCF and Template Selection 

-------------------------- 

MCF Name: GCP-T6X-02-6.mcf 

MCF Revision: 26 

MCFCRC: 494D2656 

 

Template = 2A:4 Bi, 2 Rem (OCCN) * 

 

* Parameter is part of office check number calculation. 

 

Minimum Program Steps 

--------------------- 

MS4000 configuration 

Track 1 : GCP Frequency = 285 Hz (OCCN,TCN) (Hidden) * 

Track 1 : Prime UAX = IP (OCCN) (Hidden) * 

Track 1 : Prime UAX Pickup = 15 sec (OCCN) (Hidden) * 

Track 1 : Isl Frequency = 15.2 kHz (OCCN) (Hidden) * 

Track 1 : Pickup Delay (2s +) = 2 sec (OCCN) (Hidden) * 

IN 1.2 = Out Of Service IP 1 (OCCN) (Hidden) * 

 

MS4000 Predictor 

Track 1 : Prime Warning Time = 42 sec (OCCN) (Hidden) * 

 

BASIC:  module configuration 

Track 3/PSO 2 Slot = Track (OCCN) * 

 

PREDICTORS:  track 2 

Track 2 : Prime Used = No (OCCN) * 

Track 2 : Dax A Used = Yes (OCCN) * 

 

GCP:  track 1 

Track 1 : GCP Frequency = 285 Hz (OCCN,TCN) * 

Track 1 : Approach Distance = 2069 ft (OCCN,TCN) * 

Track 1 : Island Distance = 152 ft (Set in Field,TCN) 

 

GCP:  track 1 prime 

Track 1 : Prime Warning Time = 42 sec (OCCN) * 

Track 1 : Prime UAX = IP (OCCN) * 

Track 1 : Prime UAX Pickup = 15 sec (OCCN) * 

 

GCP:  track 2 



Track 2 : GCP Frequency = 525 Hz (OCCN,TCN) * 

Track 2 : Approach Distance = 1000 ft (OCCN,TCN) * 

 

GCP:  track 2 Dax A 

Track 2 : Dax A Warning Time = 42 sec (OCCN) * 

Track 2 : Dax A Offset Distance = 205 ft (OCCN) * 

 

GCP:  track 3 

Track 3 : GCP Frequency = 211 Hz (OCCN,TCN) * 

Track 3 : Approach Distance = 2758 ft (OCCN,TCN) * 

Track 3 : Island Distance = 152 ft (Set in Field,TCN) 

 

GCP:  track 3 prime 

Track 3 : Prime Warning Time = 42 sec (OCCN) * 

 

ISLAND:  track 1 

Track 1 : Isl Frequency = 15.2 kHz (OCCN) * 

Track 1 : Pickup Delay (2s +) = 2 sec (OCCN) * 

 

ISLAND:  track 3 

Track 3 : Isl Frequency = 10.0 kHz (OCCN) * 

Track 3 : Pickup Delay (2s +) = 2 sec (OCCN) * 

 

AND:  AND 1 XR 

AND 1 XR Track 2 = Dax A (OCCN) * 

AND 1 Enable Used = Yes (OCCN) * 

 

ADVANCED:  out of service 

OOS Control = OOS IPs (OCCN) * 

 

ADVANCED:  internal I/O 1 

Int.1 Sets = T1 Prime UAX (OCCN) * 

Int.1 Set by = T2 Dax A (OCCN) * 

 

SSCC 

Bell On Gate Rising = Yes (OCCN) * 

 

INPUT:  assignment page 1 

IN 1.2 = Out Of Service IP 1 (OCCN) * 

IN 2.2 = Out Of Service IP 3 (OCCN) * 

 

IO:  assignment SSCC 

IN 7.1 = AND 1 XR Enable (OCCN) * 

 

Express: MS4000 configuration 

Track 1 : GCP Frequency = 285 Hz (OCCN,TCN) (Hidden) * 

Track 1 : Prime UAX = IP (OCCN) (Hidden) * 

Track 1 : Prime UAX Pickup = 15 sec (OCCN) (Hidden) * 

Track 1 : Pickup Delay (2s +) = 2 sec (OCCN) (Hidden) * 

IN 1.2 = Out Of Service IP 1 (OCCN) (Hidden) * 

 

Express: MS4000 Predictor 

Track 1 : Prime Warning Time = 42 sec (OCCN) (Hidden) * 

 



* Parameter is part of office check number calculation. 

 

Check Numbers 

------------- 

Office Check Number: 5D3F8658 

Config. Check Number: 5CD9064A 

(Based on MCF Revision 26) 

 

Parameters not part of office check number calculation: 

 

Track 1 : Island Distance = 152 ft (Set in Field) 

Track 3 : Island Distance = 152 ft (Set in Field) 

 

Comments 

-------- 

<none> 

 

Configuration Package File 

-------------------------- 

Filename: 32021609_846963J.pac 

Path: H:\01-Xing\up150023-Alton Southern Gateway-IL Route 162\GCP 

Programs\M.P. 16.09\ 

Date/Time: 11/05/2015 8:18:34 

DT Version: 5.7.3 

 


